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Designed to carry antennas and other equipment on places 
where a free standing structure is  suitable.

Flexibility
The ballast in the structure can be varied to suit the wind 

load and there’s a lot of space for mounting equipment. 

6JG�GSWKROGPV�RQNG�KU�VKNVCDNG�WR�VQ�Ǚo�VQ�UQ�VJCV�VJG�RQNG 

can be kept vertical.

Detailed design data
Detailed design data for this product 

ECP�DG�HQWPF�CV�YYY�OCƒ�UG�

How to Order
To order this kit, please contact MAFI quoting article number: 

4309 or E-order number (SEG): 6062564

%QPVCEV�KPHQTOCVKQP�ECP�DG�HQWPF�CV�YYY�OCƒ�UG�

1RVKQP��ǗƽƘǝƘ� 
GZVTC�DCNNCUV�RQEMGVU�HQT�ǗƽƘǝ
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/#(+�ǗƽƘǝ 
Free Stander 
Medium



Part list
Parts Material Quantity

Sheet steel parts 5ƽǘǘ/%�(<8 -

Tube 2Ǉƽǘ64ƙ�(<8 ƙ

Nuts and bolts ǜ�ǜ�(<8 -

Threaded rods ǜ�ǜ�(<8 -

Protective mat ƙ

Product options
Art. no. Description

ǗƽƘǝƘ Extra ballast pockets 

Corner pockets to increase base width and weight.

ǗǇƘǚƙ Ballast: Concrete blocks 

ǘƘƘ���ǘƘƘ���ǘƘ�OO�9GKIJV�Ǉǘ�MI�REU�

Package data
Product Length (mm) Width (mm) Height (mm) Weight (kg)

ǗƽƘǝ ƙǇƘƘ ǜƘƘ ǗƘƘ ƙƙƙ

Ballast blocks

Tightening torque

Equipment pole

© 2017 MAFI AB. All rights reserved.

Article MAFI 4309

8KGY�OQWPVKPI�KPUVTWEVKQPU�

ǚǙ�ƙ���Ǉ�ǝ�OO

Ǉ���Ǘ�REU�QH 
ǘƘƘ���ǘƘƘ���ǘƘ�OO�EQPETGVG�
DNQEMU��GCEJ�Ǉǘ�MI�
QPN[�
included for UK market).

The structure can be 

placed on surfaces that 

JCXG�C�UNQRG�QH�WR�VQ�Ǚo 
from the horizontal plane. 

The equipment pole can 

DG�VKNVGF�VQ�CNYC[U 

stand vertical.

Tilting
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Overturning moment table

&RQ̨JXUDWLRQ
Overturning 
resistance MRd (Nm)

Ǘ�EQPETGVG�DNQEMU�QH�GCEJ�Ǉǘ�MI�
(Half ballast).

ƙƘƘƘ

ǜ�EQPETGVG�DNQEMU�QH�GCEJ�Ǉǘ�MI 

(Full ballast).
ƙǙƘƘ

'ZVTC�DCNNCUV�RQEMGVU�ǗƽƘǝƘ 

CPF�ƙǙ�EQPETGVG�DNQEMU�GCEJ�
YGKIJKPI�Ǉǘ�MI�

ƽǚǘƘ
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Design resistance data
6JG�NQCF�NKOKVU�IKXGP�KP�VJKU�FCVC�UJGGV�CRRN[�VQ�VJG�/#(+�
RTQFWEV�QPN[��6JG�FGUKIPGT�UJQWNF�CNYC[U�EJGEM�VJCV 
VJG�UWRRQTVKPI�UVTWEVWTG�ECP�UCHGN[�ECTT[�VJG�NQCFU�CRRNKGF 

VQ�KV�D[�VJG�/#(+�RTQFWEV�

Overturning resistance
For this free standing structure the critical dimensioning 

RCTCOGVGT�KU�VJG�CDKNKV[�VQ�TGUKUV�QXGTVWTPKPI� 
6JG�ƒIWTGU�KP�VJG�VCDNG�PGGF�VQ�DG�JKIJGT�VJCP�VJG�OQOGPV�
CRRNKGF�D[�VJG�WNVKOCVG�YKPF�NQCFU�CEVKPI�QP�VJG�RQNG�CPF 

the supported equipment.

6JG�TQQH�UVTWEVWTG�UJQWNF�VQ�DG�EJGEMGF�D[�CP�GPIKPGGT 
VQ�EQPƒTO�VJCV�KV�ECP�YKVJUVCPF�VJG�VQVCN�YGKIJV�QH�VJG�
UVTWEVWTG��#NUQ�KV�UJQWNF�DG�EQPƒTOGF�VJCV�VJG�HTKEVKQP 

DGVYGGP�VJG�ǗƽƘǝ	U�TWDDGT�OCV�CPF�VJG�TQQH�KU�GPQWIJ 

to prevent sliding.

Fwind

MRd

Rev 5


